Maintenance for Spekva Wood Tops

Oiling Requirements

· Oil once a week for the first month to saturate the top.

· After the top is saturated, oil once a quarter or when needed.

· To test that the worktop is protected, sprinkle some water onto the surface. If the water beads up the top does not require oil. If it does not, the worktop should be oiled.

Applying Oil

· Spekva oil must be used for the Spekva warranty to be valid.

· Wipe down the top with a damp cloth to remove any surface dirt.

· Shake the bottle before using to disperse the wax.

· Attach the red applicator pad to the Velcro on the wood block. Using the pad apply the oil in a thin layer. Work the oil in the direction of the wood grain.

· Make sure to get the edges and around the sink edge.

· Allow the oil to soak for 10 minutes. The individual staves will take the oil at different rates. 

· Using the red pad, go over the entire surface again working the oil into the top.

· Let oil stand for an additional 10 minutes.

· Wipe off all excess oil with a clean cotton cloth (top and edges).

· Any excess oil that is left on the top and “dries” will become sticky.

· If the top does become sticky, the buildup will have to be scraped or sanded.
· Let the top dry for the next 8-12 hours.
· After allowing the top to dry, you can polish the top with either a cotton cloth or use the white applicator attached to the Velcro on the wood block.
· You cannot over oil your top, however you must wipe off all excess oil.

Note: Used oil cloths are flammable –Keep cloths in a glass jar with a lockable top or burn the used cloths.

Cleaning Instructions

· Use a clean cotton cloth with water and soap suds from a mild dish soap. 
· Do not use an abrasive cleaner or an abrasive cleaning device.

Ordering Additional Maintenance Products

· See your local dealer or e-mail  sales@crowncustom.com

